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SSS JELLED VANDAL MARK REMOVER


Description: An excellent mark remover for removing most spray paints, decals, road tar, scuff marks, marker inks, pencil, carbon paper ink, ballpoint pen inks, stencil ink, crayons, lipstick and other oil and solvent base marks and stains from road signs, rest room walls, trucks, public buildings, buses, etc.

Directions:  Shake well before using. Spray on surface to be cleaned and wipe off with a clean cloth. In stubborn cases, repeat the application and allow the product to set for 15 to 30 seconds so the chemicals can work. Before using on synthetic surfaces such as plastic, rubber, asphalt or others, spray in hidden area and test. IMPORTANT: When finished spraying, turn can upside down and spray for two seconds. This will keep the valve from plugging.

Health Hazard Data:  Extremely flammable. Contains Toluene, Acetone, Methanol, and Glycol Ether. Use only in a well ventilated area. Do not use near heat, sparks, open flame or other ignition sources. Vapor harmful. Avoid prolonged or repeated breathing of vapors. If overcome by fumes, remove victim to fresh air. Resuscitate if necessary. Get medical attention. Harmful or fatal if swallowed. If swallowed, DO NOT induce vomiting. Contact physician immediately. Contents under pressure. Do not puncture or incinerate container. Do not expose to heat or store at temperatures above 120°F. KEEP OUT OF REACH OF CHILDREN.

Spill Or Leakage Procedures: Prevent from entering drains and sewers. Remove ignition sources. Avoid breathing vapors. Soak up on absorbent material and incinerate or landfill according to local, state and federal regulations. Aerosol cans when vented to atmospheric pressure through normal use, pose no disposal hazard.

Product Specifications:
Wt./16oz. can:
12 Ounces

USDA Category:
C1

Classification:
Aerosol Jelled Vandalism Mark Remover

General Appearance:
Opaque Jelled Gel

Color:
Whitish tint

Odor:
Aromatic Solvents

pH:
N/A

Vapor Pressure At 70°F:
55 psig

Spray Pattern:
Wet Mist

Flammability:
Extremely Flammable per


CPSC Flame Extension Test

NFPA Code 30B:
Level 3
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