
<MATERIAL SAFETY DATA SHEET>
May be used to comply with OSHA's Hazard Communication Standard,

29 CFR 1910.1200.  Standard must be consulted for specific requirements.

IDENTITY(As Used On Label and List)

Manufactured For

Address (Number, Street, City, State and Zip Code)

NOTE: Blank spaces are not permitted. If any item is not applicable, or no information 
is available, the space must be marked to indicate that.

Emergency Telephone Number

Telephone Number For Information

Date Prepared

Signature of Preparer (Optional)

Hazardous Components (Specific Chemical Identity; Common Name(s))   OSHA PEL      ACGIHTLV                                               
Other Limits 
Recommended  

%
(Optional)

NOTE: COMPONENTS ARE LISTED IN THIS SECTION IF THEY PRESENT A PHYSICAL OR HEALTH HAZARD AND ARE 

PRESENT AT OR ABOVE 1% IN THE MIXTURE. COMPONENTS IDENTIFIED AS CARCINOGENS BY NTP, IARC AND OSHA 

ARE LISTED IF THEY ARE PRESENT AT OR ABOVE 0.1% IN THE MIXTURE.

Boiling Point

Vapor Pressure (mm Hg.)

Vapor Density (AIR=1)

Solubility in Water

Appearance and Odor

Specific Gravity (H  O=1)2

Melting Point

Evaporation Rate (Butyl Acetate=1)

Flash Point

Extinguishing Media

Special Fire Fighting Procedures

Unusual Fire and Explosion Hazards

Flammable Limits LEL UEL

THE INFORMATION AND RECOMMENDATIONS IN  THIS DATA SHEET ARE BELIEVED TO BE CORRECT AND RELIABLE. HOWEVER, 
THE DATA IS OFFERED FOR CONSIDERATION AND VERIFICATION BY THE USER AND TRIPLE S OFFERS NO GUARANTEE, 
WARRANTY OR REPRESENTATION AS TO THE ACCURACY OR COMPLETENESS OF THE DATA.

SECTION IV - Fire and Explosion Hazard Data

SECTION II I  -  Physical/Chemical Characteristics

SECTION IIA - Non-Hazardous Ingredients and CAS Numbers

SECTION II - Hazardous Ingredients/Identity Information

SECTION I

TRIPLE S

2 EXECUTIVE PARK DRIVE

BILLERICA, MA 01862

888-779-1339

JANUARY 1, 2001

N/A

CO    , WATER, DRY CHEMICALS,  FOG

N/A N/A

2

0

N/AN/A

N/A

CONTAINER MAY BURST IF EXPOSED TO TEMPERATURES ABOVE 120   F, OPEN FLAMES OR SPARKS.  BEWARE OF 

  ROCKETING CANS.  FLAME PROJECTION:  NONE.

WEAR SELF-CONTAINED BREATHING APPARATUS.

NOT ESTABLISHED(TOC) N/A

o

DRY MIST WITH PLEASANT ODOR

< 1.0

50

> 1.0(PSIG AT 25   C)
o

PROPANE/ISOBUTANE               CAS #68476-86-8                                              1000 PPM        1000 PPM                                                      95-98.5 %                                   

AROMATIC OILS                           NOT KNOWN                                                                     NOT KNOWN                                                                     1.5-5 %

 SSS DRY AIR ODOR COUNTERACTANT

4
1

800-323-2251
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Stability Unstable

Stable

Conditions To Avoid

Incompatibility (Materials To Avoid)

Hazardous Decomposition or Byproducts

Hazardous
Polymerization

May Occur

Will Not Occur

Conditions To Avoid

Route(s) of Entry Inhalation? Skin? Ingestion?

Health Hazards (Acute and Chronic)

Signs and Symptoms of Exposure

NTP? IARC Monographs? OSHA Regulated?

Medical Conditions Generally Aggravated By Exposure

Emergency and First Aid Procedures

Steps To Be Taken In Case Material Is Released or Spilled

Waste Disposal Method

Precautions To Be Taken in Handling and Storing

Other Precautions

Respiratory Protection (Specify Type)

Ventilation Local Exhaust

Mechanical (General)

Special

Other

Protective Gloves

Other Protective Clothing or Equipment

Work/Hygenic Practices

SECTION VIII  -  Control Measures

SECTION VII - Precautions For Safe Handling and Use

SECTION VI - Health Hazard Data

SECTION V 

Carcinogenity

X

X

N/A

NO                                                               NO                                                                        NO

N/A

N/AN/A

STANDARD WORK/HYGENIC PRACTICES.

N/A

N/A
Eye Protection

N/A

AS REQUIRED

N/A

o

DISPOSE IN ACCORDANCE WITH LOCAL, COUNTY,  STATE AND FEDERAL REGULATIONS.  DO NOT PUNC-

TURE OR INCINERATE.

HEAT, FIRE, IGNITION SOURCES.

STRONG OXIDIZING AGENTS

BURNING CAN PRODUCE CARBON MONOXIDE AND/OR CARBON DIOXIDE.

X                                                                   X                                                                           X

SWALLOWING LIQUID CAUSES INEBRIATION, HEADACHES, NAUSEA, AND VOMITING.  CON-

CENTRATED LIQUID CAN CAUSE EYE IRRITATION.  BREATHING CONCENTRATED VAPORS CAN CAUSE DROWSINESS.

INEBRIATION, DROWSINESS, NAUSEA, VOMITING

CENTRAL NERVOUS DISORDERS, RESPIRATORY DISORDERS AT HIGHLY

 CONCENTRATED VAPOR LEVELS.

FLUSH EYES WITH WATER.  WASH SKIN WITH SOAP AND WATER.  IF INHALED, REMOVE PER-

SON TO FRESH AIR.  IF INGESTED, CALL PHYSICIAN.

AVOID INHALATION OF CONCENTRATED VAPORS.  ELIMINATE ALL 

SOURCES OF IGNITION.  ABSORB SPILLED MATERIAL WITH AN APPROPRIATE ABSORBENT.

STORE IN A COOL, DRY PLACE AWAY FROM HEAT AND OPEN FLAMES.  DO NOT

STORE AT TEMPERATURES ABOVE 120   F.  DO NOT PUNCTURE OR INCINERATE CONTAINER.  AVOID CONTACT WITH SKIN OR

EYES.

AVOID BREATHING IN VAPORS.  KEEP OUT OF REACH OF CHILDREN.


